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TDS510USB JTAG Emulator Installation Guide

IMPORTANT INFORMATION

About This Installation Guide

This Installation Guide is for the TDS510USB JTAG Emulator
product. The TDS510USB JTAG Emulator is a module to be
attached to a PC for hardware engineers and software programmers to
develop DSP applications.

The text paragraphs in this Guide are very important for proper
device functioning and for preventing any possible damages on the
Wintech TDS510USB JTAG Emulator device and project target
board. These paragraphs are shaded as in the following example.
Please carefully read each of the shaded text.

This is an example of a very important text paragraph mentioned
above.

Related Documents for your reference:

Code Composer User's Guide (Texas Instruments SPRU296 - Updated:
12/30/1998)

Code Composer Studio User's Guide (Texas Instruments SPRU328B -
Updated: 03/28/2000)




TDS510USB JTAG Emulator Installation Guide

TABLE OF CONTENTS

0 o oo [V 101 {[o] o O S 3
OVEIVICW ....vtviieeeeeiee e eeee e eete e e e e e e e e etae e e e eeaeeeeeetreeeeenns 3
FRATUICS ..o aanannes 3

QUICK INSLAlAtioN .......c..cooouviiiiiiieee e 4
Quick Install Procedures.............cocoveeeeeiiiiececiiiee e 4
The TDS510USB JTAG Emulator kit contains:............ccc.......... 4
Installation Requirements ............ccceeeeveerieeireenieecieenie e 4
Supported Operating SYSteMS........cccuereereerierieneerienieneeeeneenne 4

Detailed Installation...............oocveeiiioiieeeeeeeeeeeeeeeeee e 5
What you will need ........ccoeriiniiiiiiiniiiiiiccccececee, 5
The Hardware Installation.............ccccooeeevveiieeiiieeeeeeeeee e 5
The USB Device Drivers Installation .............ccccoeeeuvvveeeeeieiinnnns 6

A. Driver installation for Windows 2000/XP: .................... 6
B. Driver installation for Win98/ME:.............ccccovvvvvvennnnnn. 9
Installing the TDS510USB Software..........cccccvoeeverienieniennene 12

Code Composer Studio Setup(CCS C6000)........cceccvevrrevreerrenenee. 12

Hardware Considerations ............ccoeovveeeeeeeeeceeceeeeeee e 17
Recommended Connection Procedure............ccoovvvveveinneeeennnn. 17
Recommend Disconnection Procedure ............cccoovvvevnvvveeeennnnn. 18
JTAG Cable Connection..........eeeeeevuveeeeeiieeeeeeeiieeeeeeieeeeeeeeeeen 18

XDSRESET and XDSPROBE ........ccooooooiiieieeeeeeeeeeeeeeeeee 19
XDSRESET ..o 19
XDSPROBE.......ooiiiieeee e 19



TDS510USB JTAG Emulator Installation Guide

Introduction

Overview

Wintech TDS510USB JTAG Emulator is designed to use with digital
signal processors (DSPs) operating at 1.0-5.0 volts. The emulator
itself is a bus-powered USB device. It is fully plug and play
compatible and is fully powered by the host computer’s USB
connection. The TDS510USB JTAG Emulator operates with TI Code
Composer Studio IDE debug tool and is fully compatible with
Windows 98/SE/ME/2000/XP.

Features

Wintech TDS510USB JTAG Emulator has the following
features:

® Supports Texas Instruments DSP with a JTAG (IEEE 1149.1)
interface: C240X, F28X, VC33, C5000, C6000, TMS470 (ARM)
and OMAP platforms.

® Supports Texas Instruments Code Composer Studio.

® Supports 1.0-5.0 volt DSP devices.

® USB compatible. Simple Connection, fully Plug-and-Play
compatible — no jumpers, no switch settings.

® Hot pluggable

® Power provided by the USB bus, no additional power supply is
required.
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QUICK Installation

Quick Install Procedures

This guide describes the steps to installing the TDS510USB JTAG
Emulator in the following order:

Install the TDS510USB JTAG Emulator hardware

Install the TDS510USB JTAG device driver

Make sure Code Composer Studiq IDE is installed on the PC
Install the TDS510USB JTAG Emulator software

Configure Code Composer Studio IDE

Reset the TDS510USB JTAG Emulator and Reset the target
DSP

7. Run CCS

The TDS510USB JTAG Emulator kit
contains:

OahrWNE

TDS510USB JTAG Emulator

USB interface cable

The TDS510USB driver disk.

TDS510SB2.0 JTAG Emulator Installation Guide Reference
Guide (this document)

Installation Requirements

® Code Composer Studio IDE 1.2 or greater

® A free USB port

® 233MHz or higher Pentium compatible CPU (500MHz or
higher Pentium III CPU or equivalent is recommended)

® [ocal CD-ROM drive

Supported Operating Systems

® Windows 98/ME/2000/XP



TDS510USB JTAG Emulator Installation Guide

Detailed Installation

What you will need

The following detailed list contains all items needed to install and run
with the TDS510USB JTAG Emulator.

PC with a free Universal Serial Bus (USB) port.

Wintech TDS510USB JTAG Emulator

Wintech TDS510USB driver disk.

USB interface cable.

DSP target system

o
o
o
o
o
® (Code Composer Studio

The Hardware Installation

® Remove power from the target DSP system.

® Connect the keyed TDS510USB JTAG Emulator JTAG
interface cable to the target board.

® Apply power to the target DSP system.

® Connect the TDS510USB JTAG Emulator to the host computer
system using a USB cable.

WARNING
Be sure to connect interface cables with the correct orientation.
Pin 1 on the interface cable should match Pin 1 on the DSP system
connector. The Wintech TDS510USB 2.0 JTAG Emulator features a
"keyed" connector to minimize your chance of error.
Do not force cables into position. Forcing them may cause
damages on the cables or the interconnected boards and systems.
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The USB Device Drivers Installation

A. Driver installation for Windows 2000/XP:

1.

After plug the TDS510USB JTAG Emulator into the host
computer's USB port, the system should display the Found New
Hardware (Figure A-1) dialog box. This dialog box indicates the
computer operating system has found a new USB device.

Found Mew Hardware

e USB Device

s

[rzkalling ...

Figure A-1
The system will prompt for new hardware detected and start the
“Found New Hardware Wizard” as shown in Figure A-2.

Found New Hardware Wizard

Welcome to the Found New Hardware
Wizard

This wizord helps youinstall o device driver for a harchvare
davica.

To continue, click Next.

< Hack I Nt > | Cancel |

Figure A-2
Click on Next and system will display the window as shown in
Figure A-3.
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Found New Hardware Wizard

Install Hardware Device Drivers
Adevice driver is a software program that enables a hardware dewicz to work with an

operatitg systerm.

This wizard will complete the installation for this dewvice:

@ UISE Davica

A device driver is a software program that makes a hardware device work. Windows needs
drive-files for your new device. To locate driver files and complete the installation click Next.

Wwhat clo you want the wizard to do?
& Search for & suitable driver for my device (recommended)

= Display a list of the known drivers for this device so that | can choose a specific diiver

< Back I Next > I Cancel |

Figure A-3
4. Check on “Search for a suitable driver for my device
(Recommended)” and click on Next. The system will display a
window as shown in Figure A-4.

Found New Hardware Wizard

Locate Driver Files ™
“Wwhemre do you wantYwindows to search for driverfiles?
Search for driver files for the following hardware devics:

@ USE Devics

The Wizm searches for suitable drivers in its driver deatabase on wour computer and in any of
the following optional search locations that vou specify.

To start the search. click Next. If wou are searching on a floppy disk or CO-ROM drive. insert the
floppy disk or CO before clicking Mext.

Optional search locations:
T Sloopy diclk crives
W CO-Rdkd drives
[ Specify a location
I icrosoft Windows Update

< Back I [ext > I Cancel |

Figure A-4
5. Check on “CD-ROM drives” and click on Next. The system will
prompt you to insert the manufacturer’s installation disk, as
shown in the Figure A-5.
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Found New Hardware Wizard x|
@ Insertthe manufacturer's installation disk into the drive
gelected, and then click OK.
Cancel |

Copy manufacturer's files frarm:

IE ﬂ Browse... |

Figure A-5
6. Click on Browse and locate the file WTUSB510.INF in the
installation CD, or in the folder where you have download the file
into, as shown in Figure A-6.

Found New Hardware Wizard

x|
Insert the manufacturzr's installation disk into the drive oK
selected, and then click DK

Cancel

Copy manufacturer's files from:

|D: Wdrivers LI Browse

Figure A-6
7. Click on Next, the following window will be displayed, as shown
in Figure A-7.

Completing the Found New Hardware
Wizard

WintechDigital TDSS10-USEZ. 0 (uploading)

O

Windows has finished installing the software for tis dewvice.

Toclose this wizard, click Finish

< EBack I Finish I Cance|

Figure A-7
8. Click on Finish. Setup is completed.
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B. Driver installation for Win98/ME:

1. After plug the TDS510USB JTAG Emulator into the host
computer's USB port, the system should display the Found New
Hardware (Figure B-1) dialog box. This dialog box indicates that the
computer operating system has found a new USB device.

Found New Hardware

LISE Device

[hztalling ...

Figure B-1

2. The system should detect the new hardware and start the “Add
New Hardware Wizard”, as shown in Figure B-2.

Add Hew Hardware Wizard

Thiz wizard searche s for new diivers for:

LISE Drevice

& device diver is a <ofbware program that makes a
hardw ara davice waork.

Cancel I

& Back

Figure B-2

3. Click on Next to go to the next window, as shown in Figure B-3.



TDS510USB JTAG Emulator Installation Guide

Add Hew Hardware Wizard

whiat do pou want Windows to do?

(% Egarch for the best drver far nolr devios.

€ Display alist of all the drivers in a specific
lozation, $0vou can select the driver pou want,

¢ Back I MNext » I Cancel I
Figure B-3

4. Click on Next to go to the next window, as shown in Figure B-4.
Add Hew Hardware Yizard

Windows will zearch for new drivers inits driver databaze
on pour hard diive, and in anw of the folloming selected
|ocations. Click N est to start the search.

[ Eloppy disk drives
v CO-ROM drive
I Microsaft Windows Update

™ Specify alocation:

fies R
Browse.. I

< Back I N ext > I LCancel I

Figure B-4

5. Click on OK and the wizard will display the driver to be installed,
as shown in Figure B-5.

10
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Add Hew Hardware Wizard

Windows driver file zearch for the device:

WintechDigital TD3510-TUSEZ. 0 (uploading)

Windows iz now ready to install the best driver for this

dewice. Click Back bo select a different driver, or click Mext
b cortine.

*’ Location of driver:

e 2 E:\Drivers\utusb§10. inf

< Back

Cancel I

Figure B-5
6. Click on Next and the wizard will complete the driver installation
and display the window as shown in Figure B-6.
Add New Hardware Wizard |

-\> RintechDigital TDS510-USEZ. 0{uploading)

YWindows has finizhed installing the software that your new
hardware device requires.

< Blanh

CFinish Cancel

Figure B-6
7. Click on Finish. Setup is completed

11
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Installing the TDS510USB Software

This installation assumes that the Code Composer Studio IDE has

already been installed on the PC. If not, please follow the directions
for installing Code Composer Studio first. After completing the
installation procedure, you may return to this guide to complete the
installation procedure of the TDS560 Emulator.

Insert the TDS510USB20 driver disk into your CDROM, Double
click on setup.exe to install the JTAG emulator tools for CCS.

NOTE
Be sure the Code Composer Studio has been installed before
run setup.exe. It’ll copy files to the CCS install directory and
create environment variable to enable the file usage by CCS. If
this step is missing, the TDS510USB2.0 can’t function properly.

Code Composer Studio Setup(CCS C6000)

1.

Click on “Start” button —Program —Texas Instrument—Code
Composer Studio 6000 —Setup CCS 2 ( C6000 ) , Code

Composer Studio Setup window will appear.

The Import Configuration dialog box may start when the setup
application starts. If it does not start, you may manually start it by
selecting File = Import..., click the button labeled Clear to remove
any previously defined configuration, and then, in the message
box, click Yes to confirm the Clear command.

In the Available Configuration List in the Import Configuration
Dialog, select the desired TDS510USB emulator configuration.
Use Filters to help narrow the available choices. If the proper
TDS510USB emulator configuration is located, then click Import
and proceed to Step 9(see Figure C-1).

If the desired TDS510USB emulator configuration was not found
in the Available Configuration List, close the Import Configuration

dialog and Double click on C6000 XDS ( Texas Instrument ) on

12
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the middle column (see Figure C-2), the “Board Properties”
window will pop-up.

Note:

® Double click on Cb54X XDS ( Texas Instrument ) or

C55X XDS (Texas Instrument ) if your target CPU is
C5000.

If your target CPU is F240X, you need to click on
Install a Device Driver on the right column to install
tds5102xx.dvr.

If your target CPU is VC3X, you need to click on
Install a Device Driver on the right column to install
tds510vc3x.dvr.

¢ Code Composer Studio Setup

File Edit Wew Help

Systern Configuration Awailable BoardfSimulator Types

B e BB Rty (mport Configuration 2l x|

Q CPU_1 —#wailable Configurations

b —- . P, I

CEB20x TDSS10USE Emulator — Wintech a

CE21x TDSS10USE Emulater — Wintech

CBTOx TDSS10USE Emulator - Wintech Clear |
CET1x TDSS10USE Emulator - Wintechﬂ

—Filters
Family Platform Endianness

all x| |TDSS10USE enw| a1l |

—Configuration Deseription

Orne TMS320CE4:xx CPU commected wia an TDSS10USE
Emulator =et to Logical Address 0.

[~ Show this dialog mext time Setup is

fdvanced ¥

Sawe and guitl Claoze | Help |

Figure C-1

13
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g Code Composer Studio Setup _IDIEI
File Edit ¥iew Help
System Configuration ‘ Awailable ElDard,-’SimuIaturTypE{
m PCEOD0 XDE (Texas Instruments) . .
Eq CBOO0 ¥DS (Texas iCBx11 DSE (Texaz Instrumentsz) : :TS?;T:S;VTESL&;?HS? File
Q CFI_1 :CBxxx EWM (Texas Inmstruments) -
iCBxxx Simulator (Texas Instrur
 t13d=560 B4
KN — 2
|Drag a device driwer to the left to add a board to the system. =
Figure C-2

On the “Board Properties” Window, click on ‘“Auto-generate
board data file” and change it to “Auto-generate board file with

extra configuration file” ( see Figure C-3 ) . Then Click on
“Browse” to find the CCS folder (the default path is
C:\ti\cc\bin) , choose WTUSB5102.CFG and click on “Open”.
2| x|

Frocessor Configuration | Startup GEL Filel(s)
Board Name & Data File I Board Properties

Board

: ITexaz Instrumentz)

l]mlo-,g,enerute board data file with extirs cnnl'zl

Foprreur Al ooy N ec\bin\wiusb51 02. cfe Browse |

Device Driver
Covti\drivers\tizdsBO00. dvr

Hext > Cancel

Figure C-3

14
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6. Click on “Next”, you will see the I/O Port Value: 0x240 (see
Figure C-4).
21

Procezzor Configuration I Startup GEL File (=) |
Board Hame & Data File Board Froperties

Fropart Valua
1/0 Pait 0240

Change property value as necessary in the right column.

[ Wext > | Camea |

Figure C-4
7. Click on “Next” to get to the Process Configuration page.
Depending on the type and number of the target boards you
have , choose the appropriate processor and click on “Add

Single” or “Add Multiple” ( see Figure C-5 ) .

2
Board Hame & Data File I Board Properties I
Processor Configuration I Startup GEL File(s)
Available Frocessors: _Eroce_ssors On Init

TH O

CFU_1 1
QTMSS2DCB " MI Q N Q
il

KEwEBYPASS Add Multiplel
Hemowve |

Frocezzor Hame:

|cPu_z

Tdentify processzors on your board by selecting a processor type from
“Awailable Frocessors, ” changing the "Processzor Hame™ as required,
and then zelect “"Add Single” or “Add Multiple. “ Repeat for all
Proces=zors= on your board.

Fext > I Cancel I

Figure C-5
8. Click on “Next” will bring you to the “Startup GEL File(s) page
(Figure C-6). Click on the “L” button to see a list of gel files.

15
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Choose the gel file that matches your target board. Click on
“Finish”. (For some target board, if you don’t choose a gel file, it
may cause error while loading program to CCS.)

Board Hame & Data File I Board Properties I
Processzor Configuration Startup GEL Filel(s)
CFU Startup GEL
CPU_1 ChbivechgelENVMEZ0T_B7OT . gel _I
Finish |  Cencel |
Figure C-6

9. Repeat the previous steps to add additional processors to your
system.

10. To save the configuration and exit the “Code Composer Studio
Setup” window, click on “File” and then “Exit”.

16
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Hardware Considerations

Wintech TDS510USB JTAG Emulator is an electronic device that
directly connects your computer to your target DSP system, therefore
it is very important to follow established procedures in the safe
handling of electronic devices. Please be advised that basic
precautions regarding static electrical discharge and other electrical
safety precautions should be followed when connecting or
disconnecting the Wintech TDS510USB JTAG Emulator to and from
the target DSP system or any time electronic devices are handled.
Please consult with a technician if you are not sure of these
procedures..

Recommended Connection Procedure

1. Remove power from the target DSP system.

2. Remove USB cable connection from the TDS510USB 2.0
JTAG Emulator.

3. Make sure you are grounded and have eliminated all
potentials for static electrical discharge.

4. Connect the Wintech TDS510USB 2.0 JTAG Emulator to the
target system by using the keyed JTAG ribbon cable that is
supplied with the unit. Be sure to check cable orientation.

5. Apply power to the target DSP system.

6. Connect the Wintech TDS510USB 2.0 JTAG Emulator to the
host computer by using a USB cable.

17
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Recommend Disconnection Procedure

1. Remove USB cable connection from the Wintech
TDS510USB2.0<USB 2.0 JTAG Emulator.

2. Remove power from the target DSP system.

3. Make sure you are grounded and have eliminated all
potentials for static electrical discharge.

4. Disconnect the keyed JTAG ribbon cable from the target
DSP system.

JTAG Cable Connection

The Wintech TDS510USB JTAG Emulator supports all TI DSP
devices with a JTAG interface.

IMPORTANT NOTE
It is very important to properly orient the connector on the
DSP target system so that Pin 1 on the cable matches Pin 1
on the DSP target system. Connecting the cable incorrectly
may cause damages on your DSP target system or the
TDS510USB2.0 JTAG Emulator.

The JTAG interface flat cable comes with a keyed 2x7-socket
connector that should match your target DSP system hardware
connector.

TMS ] 1 2 | TR3T Sigmnal Description
TOI| 3 4 | GWD THE Tast mode select
T Tesf data imput
FD (Veph| 5 n no pin (key) oo Test data oulput
TCK Test Clock
Ut iU L TRET Test Reset
TCK RET| 4 10| GHD EMUD Ermulation pin O
EMLIM Emulaticon pin 1
ek 1 12| GND PD[Vz) | Presence detect
EMUD| 13 14 | EMLN TCK_RET | Tesi clock refum
GO Ground

Figure 23 = 14-Pin JTAG Header Signals Table 1 - JTAG Signal Descriptions

18



TDS510USB JTAG Emulator Installation Guide

XDSRESET and XDSPROBE

Command line utilities supplied by Texas Instruments that are
installed with Code Composer Studio.

XDSRESET

XDSRESET is a utility used to reset scan-controllers and scan-paths.
This utility is also used to initialize scan-controllers and any related
FPGA's using default (built-in) data. It also strobes the scan-path's
JTAG TRST signal to initialize the JTAG Test Access Ports and
JTAG emulation logic in target devices.

The necessary files required to run this utility are installed in
\ti\cc\bin. Please execute the command below from a command line
prompt.C:\ti\cc\bin\xdsreset —h

Syntax for using this command with the Wintech USB 2.0 JTAG

Emulator is as follows:
xdsreset —p0x240 —f wtusb5102.cfg

XDSPROBE

XDSPROBE is a utility used to probe (test) scan-controllers and
scan-paths. This utility can help you develop and test both the 510
and 560 class products and the scan controllers and scan paths
connecting to the target systems.

The necessary files needed to run this utility are installed in \ti\cc\bin
and please execute the command below from a command line
prompt.C:\ti\cc\bin\xdsprobe —h

Syntax for using this command with the USB 2.0 JTAG Emulator is

as follows:
C:\ti\cc\bin\xdsprobe —f wtusb5102.cfg —p 0x240 -y

19
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Support Information

Wintech support is provided for pre-sales information and registered
products only

Contact Information

Mailing Address
Wintech Digital System Technology Corp
24 Corporate Plaza, Suite 100, Newport Beach, CA 92660, USA

Phone
+1 949-760-0401

FAX
+1 949-203-2235

World Wide Web
http://www.wintechdigital.com

E-Mail
sales@wintechdigital.com
support@wintechdigital.com
info@wintechdigital.com

Corrections
Please report any documentation errors via email to
support@wintechdigital.com.
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